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AquaTec Wastewater Inlet Screens are available in 
all type configurations; like the “self-contained” 
screen and compaction unit above or the “in chan-
nel” unit below. The Upper Right Hand photo is the 
combination “screen-compactor” with bag unit. 

AquaTec screens are suitable for Municipal wastewater 
plant headworks or Industrial water screening. The 
photo at the right shows the typical “on-line” operation. 
“Shaftless” self-cleaning operation is nearly clog-proof.  
These low cost screens are easy to install and maintain. 



T
he G

C
P

-type screen press is a com
bined m

a-
chine consisting of the com

ponents show
n 

nearby. 
(A

) S
creen: C

onsists of drilled m
eal trough 

w
ith m

esh from
 .25 to 10 m

m
; only solids 

rem
ain in the auger; the inside of the 

screen is constantly cleaned by brushes 
fixed on the outside diam

eter of the flight-
ing. 

(B
) A

uger: consists of shaftless spiral and 
conve

ys solids tow
ards the pressing zone. 

(C
) P

ress: by using the sam
e spiral the m

ate-
rial is com

pacted and de-w
atered in the 

upper part: according to the m
aterial prop-

erties a volum
e reduction of 50%

 and 
m

ore is obtainable. 
N

.B
.: O

n request, the m
achine is supplied w

ith 
an additional w

ashing unit for the low
er sec-

tion (B
) w

hich allow
s a m

ore efficient separa-
tion of organic substances. 
 S

olids settle on the bottom
 of the screen 

blocking the m
esh. A

s a consequence, the w
a-

ter level in zone “D
” increases w

hereas it di-
m

inishes in zone “E
”. A

t this point auger rota-
tion and, consequently, cleaning of the screen 
starts autom

atically. S
olids are now

 conve
yed 

and com
pacted before being evacuated in zone 

“F
”.  N

orm
al C

onstruction is S
tainless S

teel. 


